Cislo registra¢niho listu: M02/11

DOPLNEK 02/2011 K REGISTRACNIMU LISTU

e,

ADDITON 02/2011 TO REGISTRATION FORM

H|o|N[D[A
Il ) -c=

AUTOKLUB CESKE REPUBLIKY

Honda390 klub v ACR

HONDA 390
Vyrobce Manufacter HONDA ENGINES
Znacka Make HONDA
Model Model GX390 K1
Pocet stran Number of pages 2
Casovani rozvodu Timing
-otevirani ventilt pfi dodrZzeni uvedenych -valves open at (with theoretical timing
teoretickych vali clearance)

sani: 0° pred/po HU -3°

vyfuk: 35° pred DU -3°
-zavirani ventilu pfi dodrzeni uvedenych
teoretickych vuli

sani: 38° po DU +3°

vyfuk: 5° pred HU +3°
-maximalni zdvih ventill pfi dodrzeni
uvedenych teoretickych vali

sani: 110° po HU = 7,5mm + 0,3mm

vyfuk: 70° po DU = 7,2mm + 0,3mm

inlet: 0° before/after TDC -3°

exhaust: 35° before BDC -2°
-valves closed at (with theoretical timing
clearance)

inlet: 38° after BDC+3°

exhaust: 5° before TDC +3°
-maximal valve stroke (with theoretical timing
clearance)

inlet: 110° after TDC =7,5mm + 0,3mm

exhaust: 70° after BDC =7,2mm + 0,3mm

Razitko a podpis ASN

Razitko a podpis Honda390 klub v ACR

Signature and stamp of the ASN

Signature and stamp of the Honda390 klub v ACR
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Casovani rozvodd / Timing:

W7 . 355* pri 2dvihi ventilu Yom

VYFUK
smer of. kliky

T ey

HU = 0" {na uhlomeruy)

telerance +3 7

f;_z

VZ lasi Lo* )

VO [a3i B8 |

210"

2.
150° - max. zdvih ventity - 1.2 mm

tolerance + ﬂrdm

50 [asi 3167 )

270°

DU =180" VO = 165" pri 2dvihy ventily Tam

telerance -J"

I '
SANI
smer of. kliky { pohled z pr. str. motoru)

ol

HU = 0* {na uhlomeru)

S0 0* - pri 2dvihu ventily 1am

telerance -=4 o

57 lasi 768* |

Z = JIB" pri zdvihu ventiu Tmm
tolerance 4‘3‘

90°

10" - max rdvih ventilu - 1.5 me

telerance + q,dm

DU = 180°

Copyright © 2011 Honda390 kiub v ACR



	List1

